
Example Onsite TGS selection checklist

	Road Name:
	
	TMP/TGS No:
	
	

	Type of Work to be Undertaken:
	
	
	
	
	
	

	Date:
	
	Time:
	
	Completed By:
	
	

	

	Step
	Action
	Applicable?
	Referred to AWTM

	
	
	Yes
	No
	Yes
	No

	A
	Select an appropriate generic TGS from an authorized TMP.

	
	
	
	

	B
	Change the spacing of signs, delineating devices or the length of tapers that fall within the tolerances specified on TGSs
	
	
	
	

	C
	Change the advance and departure speed signs on a generic TGS
	
	
	
	

	D
	Change generic TGS in response to an incident or an unplanned event
	
	
	
	

	E
	Use spotters, work outside of peak traffic times, pre-warn residents / businesses of restrictions etc.
	
	
	
	

	Question
	Typical Questions
	Applicable?
	Controlled Action?

	
	
	Yes
	No
	Yes
	No

	1
	Are there side roads, driveways or intersections within the worksite?
	
	
	
	

	2
	Are there schools, sports grounds, churches etc. in the vicinity of the worksite?
	
	
	
	

	3
	Will work be performed during peak times (e.g. during school set down and pick up)?
	
	
	
	

	4
	Could there be vehicles entering or leaving the worksite from private or commercial driveways?
	
	
	
	

	5
	Do pedestrians (including those with disabilities) pass through the worksite?
	
	
	
	

	6
	Do cyclists pass through the worksite?

	
	
	
	

	7
	Are cycle facilities such as shared paths/cycleways affected?
	
	
	
	

	8
	Could prevailing weather conditions (rain, wind, fog etc.) have an impact?
	
	
	
	

	9
	Are there public transport facilities (e.g. bus stops) within the worksite?
	
	
	
	

	10
	Are there any known events (e.g. festivals) being held in the vicinity?
	
	
	
	

	11
	Are sight distances for road users to signs and/or traffic controllers an issue?
	
	
	
	

	12
	Are traffic approach speeds an issue?

	
	
	
	

	13
	Are the expected traffic volumes / composition an issue?

	
	
	
	

	14
	Is the clearance between the traffic stream and workers an issue?
	
	
	
	

	15
	Will the works affect traffic flow through a rail crossing?

	
	
	
	

	16
	Will the works impact permanent traffic signals?

	
	
	
	

	If a question is not controlled by a generic TGS, then a generic TGS must be either adjusted, modified, or a new TGS developed.

	Option 1
	Adjust TGS within tolerance (BWTM)
	

	Option 2
	Modify TGS outside tolerance (WTM / AWTM)
	Generic TGS No:
	

	Option 3
	Modify TGS outside scope (AWTM)
	New TGS No:
	

	Option 4
	Design Site Specific TGS (AWTM)
	
	



