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1 TITLE BLOCK AND FILE No. UPDATED. C. MAGRIPLIS 06/09/2023
2 FONT STYLE CHANGED TO ARIAL NARROW. C.M. 28/11/2023
3 MAINTENANCE ACCESS OPTION ADDED. SEAL LIMIT AMENDED. NOTES UPDATED

NOTES:
1. FOR ROADSIDE HELP PHONE SIGNING DETAILS REFER TO DRAWINGS 200731-0004, 200731-0005, & 200731-0022.
2. FOR EMERGENCY STOPPING BAY WITHOUT BARRIERS REFER DRAWING No. 200531-0019.
3. THIS DRAWING TO BE READ IN CONJUNCTION WITH MAIN ROADS WA GUIDELINE: EMERGENCY STOPPING BAY AND ROADSIDE HELP PHONES.
4. FOR SAFETY BARRIER DETAILS REFER TO MANUFACTURER'S SPECIFICATIONS.
5. ALL DIMENSIONS IN METERS UNLESS OTHERWISE STATED.
6. FENCING/GATES NOT SHOWN FOR CLARITY. DESIGNER TO LIAISE WITH ASSET MANAGER TO DETERMINE FENCING/GATE REQUIREMENTS. ENSURE FENCING/GATES DO NOT RESTRICT ACCESS TO ROADSIDE HELP PHONE.
7. ALL LIGHT POLES ARE TO BE LOCATED OUTSIDE OF THE DEFLECTION AREA OF THE BARRIER.
8. MINIMUM EMERGENCY BAY WIDTH SHOULD CONSIDER FUTURE ALL LANE RUNNING SCENARIO WHEN SHOULDER MAY BE LESS THAN 3 m.
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4 m MIN. OVERLAP OF BARRIERS 40 m MIN. DISTANCE MAY VARY DEPENDING ON FLARE RATE OF BARRIER

EDGE OF SEAL
EDGE LINE

LANE LINE

IF THE EXISTING ROAD IS KERBED THEN THE EMERGENCY
BAY SHALL BE KERBED ADJACENT TO THE SAFETY BARRIER.

SAFETY BARRIER

DIRECTION OF TRAVEL
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REFER TO DETAILS FOR TELEPHONE
AND ACCESSIBILITY RAMP DIMENSIONS.

EMERGENCY STOPPING BAY WITH SAFETY BARRIER
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ROADSIDE HELP PHONE TO BE PROVIDED
AS STANDALONE DEVICE ON CONCRETE.

REFER DRAWING 200731-0003.

TELEPHONE AND ACCESSIBILITY SLAB DETAIL
WITH MAINTENANCE ACCESS

KERBED AND UNKERBED
(PREFERRED ARRANGEMENT)
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ROADSIDE HELP PHONE TO BE PROVIDED
AS STANDALONE DEVICE ON CONCRETE.
REFER DRAWING 200731-0003.
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TELEPHONE AND ACCESSIBILITY SLAB DETAIL
WITHOUT MAINTENANCE ACCESS

UNKERBED

TELEPHONE AND ACCESSIBILITY SLAB DETAIL
WITHOUT MAINTENANCE ACCESS

KERBING AND RAMP

LIGHT POLE

REFER TO 200331-0011 AND 201831-0055 FOR LAND REQUIREMENTS BEHIND BARRIER.

16 m MIN. HARDSTAND AREA

ROADSIDE HELP PHONE TO BE PROVIDED AS STANDALONE DEVICE
ON CONCRETE SLAB WITH WHEEL-CHAIR ACCESSIBLE RAMP.
REFER DRAWING 200731-0003.

PREFERRED GATE LOCATION TO PROHIBIT
PUBLIC ACCESS TO HARDSTAND AREA.

ROADSIDE HELP PHONE ROADSIDE HELP PHONE ROADSIDE HELP PHONE
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