OUTLET HOOD

NOTES

1. ALL WELDS SHALL BE 9.6 CONTINUOUS FILLET AND BE IN ACCORDANCE WITH AS/NZS 1554.1.
2. ALL ITEMS SHALL BE HOT DIP GALVANISED IN ACCORDANCE WITH AS/NZS 4610.
3. ALL STRUCTURAL PLATE SHALL CONFORM TO AS/NZS 1592 GRADE 350.
4. ALL STRUCTURAL STEEL SECTION SHALL BE IN ACCORDANCE WITH AS/NZS 2699 GRADE 350.

SUPERSEDED DRAWINGS:
1. THE DRAWING SUPERSEDES DRAWING 9330-020B.

CIRCULAR PIT

SQUARE PIT

ELEVATION

END ELEVATION

GIB HEAD KEY - DETAIL

PIPE

HANDLE

HOO D

HOO D - 5 R

TIP OF BASE SLAB

HOOD:

175 for #300 pipe
250 for #400 pipe
300 for #500 pipe

200 for #300 pipe
275 for #400 pipe
350 for #500 pipe

12.5 MS BAR

WELDED TO HOOD

GIB HEAD KEY

REFER DETAIL

HANDLE RIB BAR

WELDED TO HOOD

90°

SECTION A

DRAINAGE STANDARD DRAWINGS

CATCH PIT OUTLET HOOD