SPLITTER ISLAND

NOTE SIZES AND DIMENSIONS ARE IN MILLIMETRES.
1. HERRING BONE PATTERN AT 45° TO DIRECTION OF TRAFFIC
2. USING BRICK 'RED' OR SIMILAR APPROVED COLOUR.
3. ALL PAVERS TO BE HEAVY DUTY UNLESS SPECIFIED OTHERWISE.
4. HARD LANDSCAPING MUST BE PROVIDED FOR KERBED RESIDUAL MEDIAN WHICH ARE LESS THAN 3m WIDE AND FOR TRAFFIC ISLANDS.
5. FOR WIDER KERBED MEDIAN AND TRAFFIC ISLANDS, HARD LANDSCAPING MUST BE PROVIDED FOR A MINIMUM OF 10m FROM THE NOSE, UNLESS SPECIFIED OTHERWISE.

ISLAND OR MEDIAN

NOTE:
1. ALL DIMENSIONS ARE IN MILLIMETRES.
2. IF BRICK COLOUR NOT SPECIFIED ON DRAWINGS:
   - FOR HERRING BONE PATTERN USE MIDLAND BRICK 'RED' OR SIMILAR APPROVED COLOUR.
   - FOR HEADER USE MIDLAND BRICK 'GOLDEN DUNE' OR SIMILAR APPROVED COLOUR.
3. ALL PAVERS TO BE HEAVY DUTY UNLESS SPECIFIED OTHERWISE.
4. HARD LANDSCAPING MUST BE PROVIDED FOR KERBED RESIDUAL MEDIAN WHICH ARE LESS THAN 3m WIDE AND FOR TRAFFIC ISLANDS.
5. FOR WIDER KERBED MEDIAN AND TRAFFIC ISLANDS, HARD LANDSCAPING MUST BE PROVIDED FOR A MINIMUM OF 10m FROM THE NOSE, UNLESS SPECIFIED OTHERWISE.

NOTES:
1. ALL DIMENSIONS ARE IN MILLIMETRES.
2. IF BRICK COLOUR NOT SPECIFIED ON DRAWINGS:
   - FOR HERRING BONE PATTERN USE MIDLAND BRICK 'RED' OR SIMILAR APPROVED COLOUR.
   - FOR HEADER USE MIDLAND BRICK 'GOLDEN DUNE' OR SIMILAR APPROVED COLOUR.
3. ALL PAVERS TO BE HEAVY DUTY UNLESS SPECIFIED OTHERWISE.
4. HARD LANDSCAPING MUST BE PROVIDED FOR KERBED RESIDUAL MEDIAN WHICH ARE LESS THAN 3m WIDE AND FOR TRAFFIC ISLANDS.
5. FOR WIDER KERBED MEDIAN AND TRAFFIC ISLANDS, HARD LANDSCAPING MUST BE PROVIDED FOR A MINIMUM OF 10m FROM THE NOSE, UNLESS SPECIFIED OTHERWISE.

NOTES:
1. ALL DIMENSIONS ARE IN MILLIMETRES.
2. IF BRICK COLOUR NOT SPECIFIED ON DRAWINGS:
   - FOR HERRING BONE PATTERN USE MIDLAND BRICK 'RED' OR SIMILAR APPROVED COLOUR.
   - FOR HEADER USE MIDLAND BRICK 'GOLDEN DUNE' OR SIMILAR APPROVED COLOUR.
3. ALL PAVERS TO BE HEAVY DUTY UNLESS SPECIFIED OTHERWISE.
4. HARD LANDSCAPING MUST BE PROVIDED FOR KERBED RESIDUAL MEDIAN WHICH ARE LESS THAN 3m WIDE AND FOR TRAFFIC ISLANDS.
5. FOR WIDER KERBED MEDIAN AND TRAFFIC ISLANDS, HARD LANDSCAPING MUST BE PROVIDED FOR A MINIMUM OF 10m FROM THE NOSE, UNLESS SPECIFIED OTHERWISE.