1. MATERIAL IS WHITE CLASS 2 RETRO-REFLECTIVE SELF ADHESIVE INDUSTRIAL GRADE VINYL SUPPLIED ON AN APPLICATION MASK (3M 3725 OR SIMILAR)  
2. NUMERALS ARE 80 ON  
3. THE LABEL SHALL BE LOCATED SUCH THAT IT FACES THE ROADWAY  
4. ON COMBINED TELEPHONE AND LIGHTING POLES THE LABEL SHALL BE MOUNTED SUCH THAT THE TOP OF THE TELEPHONE LOGO IS 1155mm ABOVE FINISHED GROUND LEVEL  
5. ON STAND-ALONE TELEPHONE POLES THE LABEL SHALL BE MOUNTED SUCH THAT THE TOP OF THE TELEPHONE LOGO IS 1355mm ABOVE FINISHED GROUND LEVEL  
6. THIS DRAWING SUPersedes DRAWING NUMBER 8448-3014 & 9220-0193  

AMENDMENTS

NOTES

REFERENCE DRAWINGS

<table>
<thead>
<tr>
<th>DESCRIPTION</th>
<th>DRAWING NUMBER</th>
</tr>
</thead>
<tbody>
<tr>
<td>EMERGENCY TELEPHONES ADVANCE DRAWING</td>
<td>9220-0184</td>
</tr>
<tr>
<td>EMERGENCY TELEPHONE BASE DETAILS</td>
<td>9220-078</td>
</tr>
</tbody>
</table>

STANDARD DRAWING

EMERGENCY TELEPHONE IDENTIFICATION LABEL

DRAWING NUMBER: 200731-0022