PAVEMENT - TRANSVERSE JOINT
NEW GRANULAR TO EXISTING ASPHALT N.T.S.

NEW BASECOURSE
NEW SUB-BASE

SEAL TO MAIN ROADS SPECIFICATION

TACK COAT ON COLD PLANED SURFACE

NEW BASECOARSE THICKNESS TO BE MAINTAINED OVER EXISTING PAVEMENT

EXISTING ASPHALT PAVEMENT

TACK COAT ON EVERY VERTICAL & HORIZONTAL FACE AS ASPHALT PROFILE IS BUILT UP (TYPICAL)

PAVEMENT - TRANSVERSE JOINT
NEW GRANULAR TO EXISTING GRANULAR N.T.S.

NEW BASECOURSE
NEW SUB-BASE

SEAL TO MAIN ROADS SPECIFICATION

EXISTING GRANULAR PAVEMENT

NOTES
1. ALL DIMENSIONS IN METRES U.N.O.

LEGEND

ASPHALT WEARING COURSE
NEW BASECOURSE
SEAL OR TACK COAT
EXISTING PAVEMENT
NEW SUB-BASE

FILE NUMBER
DESIGNER: C. SHANTOS / A. BERRY
CERTIFIED: S. HALLIDAY
APPROVED: B. SIMS 28-11-2016

STANDARD DRAWING
PAVEMENT SERIES
TYPICAL DETAILS GRANULAR TRANSVERSE JOINTS

MAINROADS
PLANNING & TECHNICAL SERVICES DIRECTORATE
ROADS AND TRAFFIC ENGINEERING BRANCH
WESTERN SYDNEY
Telephone: 08 9293 1700
Fax: 08 9293 1701

201331-0032 - 1