WEARING COURSE - TRANSVERSE JOINT
OPEN GRADE AND DENSE GRADE ASPHALT TO OPEN GRADE AND DENSE GRADE ASPHALT

WEARING COURSE - TRANSVERSE JOINT
OPEN GRADE AND DENSE GRADE ASPHALT TO OPEN GRADE AND DENSE GRADE ASPHALT

WEARING COURSE - TRANSVERSE JOINT
OPEN GRADE AND DENSE GRADE ASPHALT TO OPEN GRADE AND DENSE GRADE ASPHALT

NOTES
1. ALL DIMENSIONS IN MILLIMETRES UNLESS NOTED OTHERWISE.
2. ABBREVIATIONS USED:
   O.G.A = OPEN GRADE ASPHALT
   D.G.A = DENSE GRADE ASPHALT
3. WHERE EXISTING PAVEMENT IS EXPOSED, A 2 COAT 1.5/6.5 SEAL ANTRESS SEAL OR 1/4.5mm HOT BITUMEN SEAL MUST BE APPLIED.

LEGEND
- PAVEMENT
- OPEN GRADE ASPHALT
- DENSE GRADE ASPHALT
- SEAL OR TACK COAT
- NEW PAVEMENT

TYPICAL DETAILS OGA/DGA TRANSVERSE JOINTS

LOCAL AUTHORITY:

DATE: 4/12/2015

DRAWN:

S. HOLLIDAY

DESIGN / DRAWN:

C. SKANTZOS / A. BERRY

SIGNED:

R. GRINDLE

FILE NUMBER:

201331-0035 - 1

TOTAL SHEETS:

1

SATELLITE DRAWING:

STANDARD DRAWING

WEARING COURSE SERIES