LEGEND

A. SIGN PANEL - 1.6 mm ALUMINIUM SHEET PANEL
B. STIFFENER - TYPE A STIFFENER OR SIMILAR
   - SEE DRG. 8820-0354
C. HOLES IN POST - 11mm DIA
D. BOLT - CUP SQUARE NECK BOLT M 10 TO
   - AS 1390 HOT DIP GALVANISED TO AS 1214.
E. FLAT WASHER - BLACK STEEL WASHER, 10mm NORMAL SERIES
   - TO AS 1237, HOT DIP GALVANISED TO AS 1214.
F. SECURITY WASHER - ALUMINIUM ALLOY 5251-0 TEMPER TO AS 1734
   - AS PER DRG. No.8820-258-2.
G. SPRING WASHER - HELICAL SPRING LOCK WASHER, 10mm TO
   - AS 1968, HOT DIP GALVANISED TO AS 1214.
   - HEXAGON NUT M16, GRADE 5 NORMAL SERIES
   - TO AS 1112 BUT WITH "NEW" ACROSS-FLAT
   - MAXIMUM DIMENSION OF 16mm HOT DIP
   - GALVANISED TO AS 1214.
H. NUT - MONEL AS PER SPECIFICATION
K. RIVET - 76 x 38 x 2mm RECTANGULAR STEEL SECTION, POWDER COATED YELLOW
   - OR #60.3 x 2.3mm CIRCULAR HOLLOW SECTION 2mm GALVANISED

SECTION A-A
N.T.S.
(FOR RECTANGULAR HOLLOW SECTION POST)
(FOR CIRCULAR HOLLOW SECTION POST SEE DRG. 8820-257)

GENERAL ARRANGEMENT 1:20