GENERAL ARRANGEMENT
1:20
(CAMS (D4-6A, D4-6B, D4-6C))

NOTES:
1. THIS MOUNTING HEIGHT IS SUITABLE FOR MOST BARRIER HEIGHTS. IF BARRIER HEIGHT IS GREATER THAN 1.0M, MOUNTING HEIGHT SHOULD BE ADJUSTED ACCORDINGLY.

GENERAL ARRANGEMENT
1:20
(D4-3B)

LEGEND
A. SIGN PANEL - 1.6 mm ALUMINIUM SHEET PANEL.
B. STIFFENER - TYPE A STIFFENER OR SIMILAR (REFER TO DRAWING NO. 8828-354).
C. HOLES IN POST - 18mm DIA.
D. BOLT - CUP SQUARE NECK BOLT M 16 TO AS 1390 HOT DIP GALVANISED TO AS 1214.
E. FLAT WASHER - BLACK STEEL WASHER, 18mm NORMAL SERIES TO AS 1237, HOT DIP GALVANISED TO AS 1214.
F. SECURITY WASHER - ALUMINIUM ALLOY 5251-0 TEMPER TO AS 1734.
G. SPRING WASHER - HELICAL SPRING LOCK WASHER, 10mm TO AS 1968, HOT DIP GALVANISED TO AS 1214.
H. NUT - HEXAGON NUT M19, GRADE 5 NORMAL SERIES TO AS 1112 BUT WITH "NEW" ACROSS-FLAT.
K. RIVET - NONE AS PER SPECIFICATION.
L. SIGN POST - REFER TO DRAWING NO. 8729-457.
M. NYLON WASHER

GENERAL ARRANGEMENT
1:20
(MR-HM-11, 12, D4-1-2, D4-3A)

NOTES:
1. HEIGHT PLACEMENT SHALL TAKE INTO CONSIDERATION VISIBILITY OF SIGN FOR APPROACHING TRAFFIC.
2. CLEARANCE OF SIGN FACE FROM TRAFFIC SHALL BE 600mm MIN.

SECTION A-A
N.T.S.
(FOR RECTANGULAR HOLLOW SECTION POST)

SECTION B-B