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NOTES:

1. Minimum 3 Pilot vehicles (or 2 Pilot vehicles and a Traffic Escort vehicle)
required to facilitate movement.

2. Road Network Operations Centre shall be contacted (138 111) prior to
commencing Oversize movement and at the conclusion of the
movement.

3. Direct UHF radio communication is to be maintained between Pilot
vehicles, Oversize vehicle and Traffic Escort vehicle (if applicable) at all
times.

4. Bollards between Chisholm Crescent and Roe Highway to be removed
prior to the  approach of the Oversize vehicle. Bollard key is available
from Main Roads HVS office.

5. Oversize vehicle to be moved into position at the Chisholm Crescent
crossover by the required number of Pilot vehicles and Traffic Escort
vehicle (if applicable). Pilot vehicle 3 (or Traffic Escort vehicle) and
Oversize vehicle to hold at this point until directed to proceed by Pilot
vehicle 1 & 2.

6. Pilot vehicles 1 & 2 to enter Roe Highway northbound from Orrong Road:

· Pilot vehicle 1 to stay in left hand lane;
· Pilot vehicle 2 to move into right hand lane when safe to do so;
· Pilot vehicles 1 & 2 to gradually reduce speed and control traffic

heading towards Chisholm Crescent, whilst advising Pilot vehicle 3 or
Traffic Escort vehicle (if applicable) when clear to proceed to enter
Roe Highway from Chisholm Crescent.

7. Once the Oversize vehicle has entered Roe Highway the Pilot vehicles
can release traffic and continue with duties as required.
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TRAFFIC
FORCE

NOTES:

1. Minimum 4 Pilot vehicles (or 3 Pilot vehicles and a Traffic Escort vehicle)
required to facilitate movement.

2. Road Network Operations Centre shall be contacted (138 111) prior to
commencing Oversize movement and at the conclusion of the
movement.

3. Direct UHF radio communication is to be maintained between Pilot
vehicles, Oversize vehicle(s) and Traffic Escort vehicle (if applicable) at
all times.

4. Bollards between Chisholm Crescent and Roe Highway to be removed
prior to the  approach of the Oversize vehicle(s). Bollard key is available
from Main Roads HVS office.

5. Oversize vehicle(s) to be moved into position at Chisholm Crescent
crossover by the required number of Pilot vehicles and Traffic Escort
vehicle (if applicable). Pilot vehicle 3 (or Traffic Escort vehicle) to remain
in front of second Oversize vehicle and hold at this point until directed to
proceed by Pilot vehicle 1 & 2. Pilot vehicle 4 to remain at the rear of the
Oversize vehicle(s).

6. Pilot vehicles 1 & 2 to enter Roe Highway northbound from Orrong Road:

· Pilot vehicle 1 to stay in left hand lane;
· Pilot vehicle 2 to move into right hand lane when safe to do so;
· Pilot vehicles 1 & 2 to gradually reduce speed and control traffic

heading towards Chisholm Crescent, whilst advising Pilot vehicle 3 or
Traffic Escort vehicle (if applicable) when clear to proceed to enter
Roe Highway from Chisholm Crescent.

7. Once the Oversize vehicle(s) have entered Roe Highway the Pilot
vehicles can release traffic and continue with duties as required.
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