LOCATION OF AUDIO TACTILE DRIVER UNIT
N.T.S.
(WALK/DON'T WALK LANTERN SHOWN OFFSET FOR CLARITY)

SECTION A
N.T.S.

STUB POST
N.T.S.

TRAFFIC SIGNAL POST
N.T.S.

NOTES
1. THIS DRAWING SHALL BE READ IN CONJUNCTION WITH MAIN ROADS SPECIFICATION 712 AND DESIGN GUIDELINES.
2. WHERE PUSH BUTTON ASSEMBLIES ARE MOUNTED ON STUB POSTS THE AUDIO TACTILE DRIVER UNIT IS TO BE MOUNTED ON THE NEAREST SIGNAL POST WHICH CARRIES THE ASSOCIATED "WALK" SIGNAL ACTIVE.
3. PEDESTRIAN PUSH BUTTON LABEL MOUNTED 50mm ABOVE PUSH BUTTON. LABEL SELECTED AS FOLLOWS: EXCLUSIVE PEDESTRIAN MOVEMENT: J-PED-1 PARALLEL VEHICLE/PEDESTRIAN MOVEMENT: J-PED-2
4. SEE DRAWING NO. 200431-015B FOR LANTERN MOUNTING DETAILS.
5. ALL DIMENSIONS IN MILLIMETRES.
6. DESIRABLE IS 400mm WITH ABSOLUTE MINIMUM OF 300mm DUE TO ROADSIDE ITEMS AND SITE CONSTRAINTS.